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AMR Series

Rotary Module

Compact design

Direct drive technology
Cogging free

High precision optical encoder

Stackable configuration




AMR Series

AMR65D

m Dimension Drawing

Akribis systems
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Specifications Unit Value
Stroke degree 50
A4XP16V5.2
Continuous Torque Nm 0.13 M2 -6HV 4.0 R10.0 THRU
4XM3
Peak Torque Nm 0.51
. . ABI22 (SINCOS): 2568
Resolution lines/rev 92
AT2 (SINCOS): 10272 L
(=)
.+ S o
Bidirectional Repeatability arc sec ABI22 SINCOS: £0.5 (4096X) 2 %
AT2 SINCOS: +0.5 (4096X)
Max. Speed degree/s 720 ——
Axial Runout um 5
Radial Runout um 10 AN
Rotor Inertia kg.m? 0.00014 4X03.5THRU
Total Mass kg 0.52
Max. Axial Load N 30
Max. Moment Load Nm 0.84
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Specifications Unit Value ® Dimension Drawmg
Stroke degree 100
N o074.0 4X32.577.5
Continuous Torque Nm 0.2 M3-6H76.0
Peak Torque Nm 0.79 PCD74.0
. . ABI22 (SINCOS): 3142
Resolution lines/rev
AT2 (SINCOS): 12568 o 2 4X02.577.5
5y ™ M3-6H76.0
ABI22 SINCOS: 0.5 (4096X ® o
Bidirectional Repeatability arcsec SINCOS: £0.5 (4096X) _PCD39.0.
AT2 SINCOS: £0.5 (4096X)
Max. Speed degree/s 720 *
Axial Runout um 5
4X01.6V5.2
Radial Runout um 10 ©12.0 THRU\ M2 - 6HV4.0
Rotor Inertia kg.m? 0.00016
Total Mass kg 1.1 |4X03.4THRU ALL
Max. Axial Load N 60
Max. Moment Load Nm 2.0
— | O
91.0

34.0




AMR Series

Ordering Part Numbering
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Model:

AMR1:AMR65D-50 ; ! ! Terlr:pﬂy ?nz;ttgar:j o
.. AMR2AMRS0D-100__________________: : T ERECCERERREN -
Cover Type: '
.. TBlackAnodized _________________________! 5 Cable Length(m):
Encoder Type: e NO5IBI0

EOA:ABI-22 (SINCOS)
EOF:ABI-21 (0.5um)
E0G:ABI-21 (0.2um)
ECA:ATOM2 (SINCOS)
ECG:ATOM2 (0.2um)
ECJ:ATOM2 (0.05um)

@ For motor, encoder's is DB conector.
@ ATOM2 uses steel tape scale only.
© ABI-21 uses Nickel scale only.

Scale Type:
1:Steel tape,llppm/Ke
4:Nickel, 14ppm/K®
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